
DCDC          The Westinghouse Inverter Air
          Conditioner utilizes Direct 
Current (DC) technology to deliver 
among the highest energy efficiency 
levels available today. Traditional 
compressors just turn on and off –
operating at 60 hertz when running. 
But inverter compressor technology 
has almost infinite modulation for 
a perfectly even variance. So while 
conventional compressors kick on 
at full speed to compensate for a 
small change in temperature, inverter 
technology alters the compressor
speed just enough to match the 
slightest change in air temperature. 
So in addition to minimal power
utilization, you get a more consistent 
temperature level – and fewer hot and 
cold spots. Even more, inverter air 
conditioners are more efficient than 
standard models, and the outdoor units 
are as quiet as 38 decibels.
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technical specifications:

Auto Re-start - When power is 
interrupted, the unit automatically 
returns to its previous settings.

Hydrophilic Aluminum Fin - Improves 
cooling efficiency by allowing the 
unrestricted flow of condensate water  
 through the heat exchanger.

Inner Grooved Copper Tube - Allows 
increased refrigerant flow which 
improves heat exchange efficiency   

 and lowers power consumption.

Turbo Mode - Enables the unit to 
ramp up to a preset temperature in the 
shortest time by utilizing large diameter 
cross flow fans to provide high air flow 
while minimizing noise levels.

Sleep Mode - Efficiently increases 
(Cooling) or decreases (Heating) room 
temperature 1ºC to provide the most  

 comfort at night.

Self Diagnosis and Auto Protection - 
The indoor unit displays any system 
default and communicates when  

 service is needed.

DC Rotary Compressor – Operates 
according to load variations and ramps 
down for ultra-low power and noise 
levels.

 OPTIONS:

•	 Active Charcoal Filter

•	 Electrostatic Filter

•	 HEPA Filter

•	 Negative Ion Filter

•	 Vitamin-C Filter

features and options:
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Net Weight  

Model       

Power Supply  

Gross Weight  

208/230V~, 60Hz ,1Phase

EER

Cooling                        

Indoor Air Flow (Hi/Med/Lo)    

Moisture Removal  

Refrigerant Type

Design Pressure             

Refrigerant Piping

Unit Dimension (WxHxD)

Packing Dimension (WxHxD)

Net Weight  

Gross Weight  
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Compressor

Fan Motor      

Noise Level 

Unit Dimension (WxHxD)

Packing  Dimension (WxHxD)
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Fan Motor     

Noise Level(Hi/Mi/Lo)

Outdoor

10.92 / 3.20 10.88 / 3.19 10.27 / 3.01

16SEER 16 16 16


